
S E C T I O N   9 0 5  --  P R O P O S A L   (CONTINUED) 
 
I (We) further propose to execute the attached contract agreement (Section 902) as soon as the work is awarded to me (us), and 
to begin and complete the work within the time limit(s) provided for in the Specifications and Advertisement.  I (We) also 
propose to execute the attached contract bond (Section 903) in an amount not less than one hundred (100) percent of the total of 
my (our) part, but also to guarantee the excellence of both workmanship and materials until the work is finally accepted. 
 

I (We) enclose a certified check, cashier's check or bid bond for  five percent (5%) of total bid  and hereby agree that in 
case of my (our) failure to execute the contract and furnish bond within Ten (10) days after notice of award, the amount of this 
check (bid bond) will be forfeited to the State of Mississippi as liquidated damages arising out of my (our) failure to execute the 
contract as proposed.  It is understood that in case I am (we are) not awarded the work, the check will be returned as provided in 
the Specifications. 
 
Bidder acknowledges receipt of and has added to and made a part of the proposal and contract documents the following 
addendum (addenda): 

 

     ADDENDUM NO.  1     DATED 1/17/2006      ADDENDUM NO.        DATED       
     ADDENDUM NO        DATED            ADDENDUM NO.        DATED       

 

Number  Description 

1 Table Of Contents, replaces same; Add NTB 
#684; Add 907-701-2; Add 907-304-3. 

        

        

        

 TOTAL ADDENDA:   1  
(Must agree with total addenda issued prior to opening of bids) 
 
Respectfully Submitted,   
 
DATE   

  
 Contractor 

BY   
 Signature 

TITLE   

ADDRESS   

 
(To be filled in if a corporation) 
 

Our corporation is chartered under the Laws of the State of    and the names, 
titles and business addresses of the executives are as follows: 
 
  
 President Address 
 
  
 Secretary Address 
 
  
 Treasurer Address 
 
The following is my (our) itemized proposal. 
 
 BRSTP-2901-00(024) / 102250           Grenada  County(ies) 
Revised 11/03/2004 
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MISSISSIPPI DEPARTMENT OF TRANSPORTATION 
 

TABLE OF CONTENTS 
 
PROJECT: BRSTP-2901-00(024) / 102250 - Grenada County 
 
READVERTISEMENT NOTICE TO BIDDER NO. 713 
 
901--Advertisement 
 
904--Notice to Bidders: Governing Specs. - # 1 
 Status of ROW, Utility Adjustments and Underground Storage 
  Tanks, W/Attachments - # 2 
 On-The-Job Training Program - # 7 
 Federal Bridge Formula - # 12 
 Submission of Form OCR-485 - # 13 
 Fiber Reinforced Concrete - # 152 
 Errata & Modifications to 2004 Standard Specifications - # 204 
 Contract Time - # 441 
 Specialty Items - # 442 
 Placement of Fill Material in Federally Regulated Areas - # 443 
 Storm Water Discharge Associated w/Construction Activities 
  (>5 Acres) - # 586 
 DBE Participation and Payment - # 632 
 Railway and Highway Provision - # 641 
 High Sulfate Areas - # 684 
 Disadvantage Business Enterprise W/Supplement - # 696 
 Petroleum Products Base Price - # 712 
 
906: Required Federal Contract Provisions -- FHWA-1273, W/Supplement 
907-104-1: Partnering Process 
907-105-2: Cooperation By Contractors 
907-107-1: Liability Insurance 
907-107-2: Permits License, and Taxes 
907-108-2: Notice To Proceed 
907-225-1: Grassing 
907-226-1: Temporary Grassing 
907-304-3: Granular Courses 
907-401-2: Hot Mix Asphalt (HMA) 
907-403-4: Hot Mix Asphalt (HMA) 
907-617-2: Right of Way Markers 
907-701-2: Portland Cement 
907-711-2: Synthetic Structural Fiber Reinforcement 
907-715-1: Agricultural Limestone 
906-3: MDOT On-the-Job Training Program 
906-5: MDOT On-the-Job Training Program - Alternate Program 
 
SECTION 905 - PROPOSAL,  
PROPOSAL SHEET NOS. 2-1 THRU 2-19, 
COMBINATION BID PROPOSAL,  
CERTIFICATE OF PERFORMANCE - PRIOR FEDERAL-AID CONTRACTS 
NON-COLLUSION CERTIFICATE, 
SECTION 902 - CONTRACT FORM, AND SECTION 903 - CONTRACT BOND FORM, 
OCR-485, 
PROGRESS SCHEDULES, 
HAUL PERMIT FOR BRIDGES WITH POSTED WEIGHT LIMITS. 
 

(REVISIONS TO THE ABOVE WILL BE INDICATED ON THE SECOND SHEET 
OF SECTION 905 AS ADDENDA) 



MISSISSIPPI DEPARTMENT OF TRANSPORTATION 
 
SECTION 904 - NOTICE TO BIDDERS NO. 684 CODE:  (SP) 
 
DATE: 10/13/2005 
 
SUBJECT: High Sulfate Areas 
 
Bidders are hereby advised that this project, or portions of this project, is located in areas considered to 
be High Sulfate Areas and will require restrictions on the tricalcium aluminate content of the Portland 
cement portion of cementitious materials and sources of fly ash used for replacement of Portland 
cement.  With the exception of prestressed structure members, concrete pipe, concrete posts, bridge 
decks, intermediate caps, rails and curbs, cement/fly ash used in concrete mixtures shall not exceed 
eight percent (8%) tricalcium aluminate as addressed in Subsection 701.02 and any supplement thereto. 
 



MISSISSIPPI DEPARTMENT OF TRANSPORTATION 
 
SPECIAL PROVISION NO.  907-701-2 CODE:  (IS) 
 
DATE: 01/12/2006 
 
SUBJECT: Portland Cement 
 
Section 701, Hydraulic Cement, of the 2004 Edition of the Mississippi Standard Specifications for Road 
and Bridge Construction is hereby amended as follows: 
 
907-701.02--Portland Cement.  Delete the third paragraph and table in Subsection 701.02 on page 596, 
and substitute the following: 
 
When Portland cement concrete or cement for soil stabilization is exposed to moderate or severe soluble 
sulfate conditions, or to seawater, cement types and replacement of cement by Class F fly ash (FA), 
ground granulated blast furnace slag (GGBFS), or metakaolin shall be as follows: 
 

Cementitious Materials for Soluble Sulfate Conditions 
Sulfate 

Exposure 
Water-soluble sulfate 
(SO4) in soil, % by 

mass 

Sulfate (SO4) in 
water, ppm 

Cementitious material required 

Moderate and 
Seawater 

0.10 - 0.20 150 - 1500 Type II*, ** cement, or Type I 
cement with one of the following 
replacements of cement: 

25% Class F, FA, or 
50% GGBFS, or 
10% metakaolin 

Severe 0.20 - 2.00 1500 - 10,000 Type II* cement with one of the 
following replacements of 
cement: 

25% Class F, FA, or 
50% GGBFS, or 
10% metakaolin 

 
* Type I cement with a maximum 8% tricalcium aluminate may be used in lieu of Type II 

cement. 
 
** Class F, FA or GGBFS may be added as a replacement for Portland cement in accordance the 

proportions as listed in this table. 
 

Class C fly ash shall not be used as a replacement for Portland cement in any of the sulfate 
exposure conditions listed above.   



MISSISSIPPI DEPARTMENT OF TRANSPORTATION 
 
SPECIAL PROVISION NO. 907-304-3 CODE: (SP) 
 
DATE: 10/17/2005 
 
SUBJECT: Granular Courses 
 
Section 304, Granular Courses, of the 2004 Edition of the Mississippi Standard Specifications for Road 
and Bridge Construction is hereby amended as follows: 
 
907-304.03--Construction Requirements.  Delete the first table in Subsection 304.03.5 on page 186 
and substitute the following: 
 
 Granular Material Lot Individual 
 Class Average Test 
 7,8,9 or 10 97.0 93.0 
 5 or 6 99.0 95.0 
 3 or 4 100.0 96.0 
 1 or 2 102.0 98.0 
 Crushed Stone Courses* 99.0 95.0 

 
* When placed on filter fabric on untreated subgrade, the individual tests and the average of the five 

(5) tests shall equal or exceed the following values: 
 
 Lot Individual 
 Average Test 
 96.0 92.0 

 
907-304.05--Basis of Payment.  Add the “907” prefix to pay items 304-F, 304-G & 304-H on page 
187. 
 
 


